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1.　はじめに

　鋼の連続鋳造において，（1）安定高能率鋳造 （ブレーク
アウトレス連続鋳造），（2）介在物の少ない高清浄度鋼の
鋳造，（3）鋳片手入れ省略による歩留向上，（4）直送圧延
による省エネルギーを達成するためには，電磁力を用いた
鋳型内溶鋼流動制御は極めて有効な技術で，その適用は増
加傾向にあり，JFEグループは最先端の技術を有している。

2.　溶鋼流動制御技術の概要

　JFEグループは Fig. 1, 2に示す，静磁場方式と移動磁
場方式の 2タイプの溶鋼流動制御技術を保有しており，

（1） 溶鋼メニスカス流速制御による操業の安定化（ブレー
クアウトレス操業），（2） 溶鋼メニスカス流速制御による
モールドパウダー巻込み防止，（3） 溶鋼下降流制御による
介在物侵入防止を達成することが可能である。

3.　JFE技術の優位性

　JFEの溶鋼流動制御装置は以下の点で優れている。
（1）鋳型内溶鋼流動パターンの最適化が可能
（2）印加磁束密度のコンピュータ自動制御が可能

FC-Mold：印加磁束密度の独立自動制御
EMLS/EMLA：移動磁場の方向・強度自動制御

　この結果，連続鋳造高能率安定操業，高品質・無手入れ
スラグ製造の実現を可能にしている。

4.　実機コンピュータ制御適用例

　JFEの溶鋼流動制御装置は鋳造開始から終了まで，コン
ピュータ自動運転が可能である。その実機適用例を Fig. 3

に示す。

5.　おわりに

　本溶鋼流動制御装置は JFEスチールはもとより，国内
外の多数の連続鋳造機に適用され，効果をあげている。
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Fig. 1 Molten steel flow control by static magnetic field
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Fig. 3 An example of computer control of molten steel flow 
control system in caster mold
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Developed flow control technology by traveling magnetic field
→Realized optimum flow control as cast conditions change

Minimization of non metallic inclusions entrapped in slab by
optimum meniscus flow control by EMLS/EMLA with automation.

Fig. 2 Molten steel flow control by traveling magnetic field


